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EMC3030 圆杯系列

Part No.

Typical Electrical & Optical Characteristics

2700K

3000K

4000K

5000K

5700K

6500K

2700K

3000K

4000K

5000K

5700K

6500K

70

70

70

70

70

70

80

80

80

80

80

80

148

152

158

158

158

157

135

142

148

148

148

147

Color 
L/F  

Type
CRI

(min)
Efficacy
(lm/w)

ф
(lm)

162

166

173

173

173

172

148

155

162

162

162

161
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EMC3030 方杯系列
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EMC5050方杯系列
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Typical Electrical & Optical Characteristics
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Typical Electrical & Optical Characteristics
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2835方杯外观尺寸图 2835圆杯外观尺寸图 4014外观尺寸图
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Typical Electrical & Optical Characteristics
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RF-G9CW2K1J-TC3

RF-G9CW2K1 J-TC4

RF-G9CW2K1J-TD

RF-G9CW2K1E-TC3

RF-G9CW2K1E-TD
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0.8-1.2 360

1.6-2.0 360
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1.8-2.2 360

Typical Electrical & Optical Characteristics
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陶瓷灯丝

柔性灯带
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Typical Electrical & Optical Characteristics
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Typical Electrical & Optical Characteristics
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Typical Electrical & Optical Characteristics
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Typical Electrical & Optical Characteristics
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最小裁剪距离：62.5 +-0.5mm

芯片数：256pcs
串并数：（4并8串+2电阻）*8单元
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PictureLED Series

2835 0.2W

2835 0.5W

2835 1.0W

2835 1.0W

2835
高压

9V 

4140 0.2W

0.2W

18V 

18V 

36V 

54V 

4140


